MC90

FM - OSHA - NFPA

NFPA and OSHA
compliant

Continious piano
hinges

Rugged construction
with double wall

Integrated door

Konform FM

Containment sump at
the bottom

Adjustable shelves in
height

Fixation for earthing

+ Storage of flammables

+ NFPA, OSHA and FM
compliant

+ Holes for the
connection to the
ventilation
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Referenz MC90 Verriegelung der Tiren handbetatigt
Ubereinstimmung FM - OSHA - NFPA Versandabmessungen HxBxT (mm) 1850 x 1200 x 800
Baustoffe der Sicherheitschranke Stahl Bellftung luftungséffnungen oben und unten
Turfarbe gelb Durchmesser der Offnungen (mm) 50
Anzahl der Turen 2 Anzahl der Abteile / Facher 1
Art der Tlren flugeltiiren Auffangwanne 1
Scharniere rechts und links Codenummer 2147483647

+ Filteraufsatze mit filter
fur organische
Dampfe (Réf : CDF-A)

+ Liftungskasten (Réf :

CDV-A)

« Filteraufsatze (ohne
Filter) - NF X 15-211
(Réf : H50C)

+ Anschlussse fir
Filteraufsatze (Réf :
KRC)

+ Regal fur
Sicherheitsschranke
MC90 - SC90 (Réf :
ES90)

MC90

1651 x 1092 x 864

1537 x 1003 x 771

340

159 177.00
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