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AZ111BLI  

2 doors counter cabinet for storing and recharging
lithium batteries

COMPLIANCE

ADVANTAGES

• Storage of lithium-ion
batteries

• Storage of flammables

TECHNICAL FEATURES

Model AZ111BLI Number of doors 2

ADDITIONAL ACCESSORIES RECOMMENDED - FILTRATION OR VENTILATION BOXES

• Opening vent for
range 14.E (Réf :
AZVENT)

• perforated shelf for
model type AZ111BLI
and AZ301BLI (Réf :
C300)

OPTIONS

• Ventilation box for a
connection to the
outside (Réf : CDV-A)

• Connecting kit (Réf :
KRC)

• 79°C Special Lithium
Battery Automatic Fire
Extinguisher (Réf :
EX100LI)

• Rack of 9 electrical
outlets (Réf : PRISELI)

• Rack of 6 electrical
outlets equipped with
a thermal-magnetic
circuit breaker (Réf :
PRISELICC)

• Rack of 9 electric
outlets type F
(Germany) (Réf :
PRISELIF)

• Rack of 8 electrical
outlets type J
(Switzerland) (Réf :
PRISELICH)

• Rack of 7 G-type
electrical outlets (UK)
(Réf : PRISELIUK)

• Code lock for
14ELI/14FLI series (Réf
: SERCODE 14)

• Connected smoke
detector with alarm
and wifi connection.
(Réf : ALARMWI)

              

Model
External dimensions

HxWxD (mm)
Internal dimensions

HxWxD (mm) Storage capacity (L) Containment sump Shelves Load capacity Weight (kg)

AZ111BLI 0 0 0 43.00
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