MB30 wmow @
Armadio di sicurezza per prodotti infiammabili - T3 L -
Manuale

CONFORMIDAD

FM - OSHA - NFPA

ADVANTAGES

+ NFPA and OSHA + Conforme a la norma
compliant FM

Storage of flammables

SINO TAMBIEN...

+ Containmentsump at  + NFPA, OSHA and FM
the bottom compliant

* Rugged construction
with double wall

+ Adjustable shelves in + Holes for the * Integrated door
height connection to the handle
ventilation

CARACTERISTICAS TECNICAS

Modelo
Conformidad

MB30
FM - OSHA - NFPA

Cierre de las puertas
Dimensiones de envio alt x anc x pro
(mm)

chiusura manuale
1320 x 1200 x 800

Materiales del armario acciaio doppia parete Ventilacion orifizio di ventilazione alto e bassi,
con griglia

Color de las puertas giallo Diametro de ventilacion (mm) 50

NUmero de puertas 2 Numero de compartimentos 1

Tipo de puertas porte battenti Cubetas de retencién 1

Bisagras cerniere a destra e sinistra Cédigo Aduanero 2147483647

COMPLEMENTARY ACCESSORIES - VENTILATION AND FILTRATION BOXES

+ Cassettone di
ventilazione in acciaio
(Réf : CDV-A)

+ Kit di raccordo per
cassettone (Réf : KRC)

OPTIONS

* Mensola
supplementare per
armadio 113 L (Réf:
ES30)

Dimensiones Dimensiones Capacidad de
Modelo exteriores alt xanc x | interiores alt x anc | almacenamiento (L)
pro (mm) X pro (mm)

Cubetas de
retenciéon

Carga admisible Peso (kg)

1006 x 1003 x 370

MB30 1118 x 1092 x 457 113 1 1 159 88.00
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