AF43+

CONFORMIDAD

ADVANTAGES

+ CE certified

SINO TAMBIEN...

Active coal filters

adsorption capacity
and filtration system
certified NF X 15-211

Available with
different
configurations : 1, 2, 3
or 4 compartments

Fan in compliance
with CE specifications

* NFX15-211 compliant

Compliant to the
Public Health Code
articles R. 5132-66 and
R.5132-68

Active coal filter tested
to the standard NF X
15-211

+ Storage of
flammables,
corrosives and toxics

Conforme a las
recomendaciones del
INRS

No modification of
building's structure
required

CARACTERISTICAS TECNICAS

43

N SOS

prEN
17242

Modelo AF43+ Potencia eléctrica (vatios) 63
NuUmero de puertas 2 Potencia acustica del ventilador 60.00
NUmero de compartimentos 3 Cédigo Aduanero 94032080
Cubetas de retencion 3

PRODUITS COMPLEMENTAIRES

+ Filtro ha carbone
attivo per vapori
ammoniaca per

sorbonne tipo 200 (Réf

: AMM200)

+ Filtro ha carbone
attivo polivalente -
Compatible MF3-BE
(Réf : CORG203)

Filtro ha carbone
attivo per formolo -
for old fume hoods

type 200, 201, 210 and

211 (Réf : FOR200)

+ Filtro ha carbone
attivo per vapori
organici - for old fume
hoods type 200, 201,
210 and 211 (Réf:
ORG200)

Dimension xterior It x anc x pr Dimensiones interior: It x anc x pr:
Modelo ensio esetemrcT)‘esat anc x pro ensiones temﬁqesat anc x pro Peso (kg)

AF43+ 1940 x 1600 x 650 1660 x (1 x )780+(2 x )380 x 500

138 avenue Henri BARBUSSE 92140 Clamart (France)
Tél. 01 46 45 80 00 - Fax : 01 46 45 85 98
www.trionyx.fr - trionyx[at]trionyx.fr

ETRIONYX

oepuls 1971



http://www.tcpdf.org

