AF22C1 e NX HSHE

CONFORMITA

ADVANTAGES

+ CE certified

NF X 15-211 compliant Storage of
flammables,

corrosives and toxics

MA ANCHE..

+ Active coal filters « Compliant to the + Conforma alle
adsorption capacity Public Health Code raccomandazioni dell
and filtration system articles R. 5132-66 and INRS
certified NF X 15-211 R.5132-68

Available with Perforated shelves Easy replacement of
different the active coal filter
configurations : 1, 2, 3

or 4 compartments

Front control window  + Active coal filter tested No modification of
to see immediately the to the standard NF X building's structure
filter 15-211 required

Fan in compliance
with CE specifications

CARATTERISTICHE TECNICHE

Modello AF22C1 Codice HS 94032080
Numero di porte 1

PRODUITS COMPLEMENTAIRES

+ Filtro ha carbone + Filtro ha carbone + Filtro HEPA H14 per « Filtro ha carbone + Supporto per filtro
attivo polivalente - for attivo per formolo - armadio Serie 12.X attivo per vapori HEPA H14 per
cabinets range 12.X for cabinets range (Réf : HEP300) organici - for cabinets sorbonnes rif.
since 2008 (Réf : 12.X since 2008 (Réf : range 12.X since 2008 H301/H311 (Réf :
CORG301) FOR300) (Réf: ORG300) SH300)
Modello Dimensioni esterne HXWxD (mm) Dimensioni interne HXWxD (mm) Peso (kg)
AF22C1 140.00
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