BHO9D+

B RO
Fume hood LABOPUR® HO9 for a connection to the
outside - 2 hand passage

by
CONFORMITA
ADVANTAGES /&
+ Hands passage or + Ready to use + Storage of |
trapezoidal opening flammables,

corrosives and toxics
MA ANCHE...
+ Delivered ready to use + Glass side walls + Ergonomic hand traps

or trapezoidal opening i B B

+ Holes for the cables |
and fluid going “ |
through \ |

CARATTERISTICHE TECNICHE
Modello BHO09D+ Codice HS 84146000
4
PRODUITS COMPLEMENTAIRES
+ Cassettone di + Kit di raccordo per + Containment sump + Containment sump
ventilazione in acciaio cassettone (Réf : KRC) and melamine and tempered glass
(Réf : CDV-A) work-top for HO9 (Réf : work-top for HO9 (Réf :

BB09) BV09)

OPTIONS

+ Lampada per
sorbonnes (Réf : LUD)

Modello Dimensioni esterne HXWxD (mm) Dimensioni interne HXWxD (mm) Peso (kg)

BHO9D+ 67.00

138 avenue Henri BARBUSSE 92140 Clamart (France)
Tél. 01 46 45 80 00 - Fax : 01 46 45 85 98

www.trionyx.fr - trionyx[at]trionyx.fr
oEpUIS 1971



http://www.tcpdf.org

