
Fu
m

e 
ho

od
s, 

fil
te

rin
g

ca
bi

ne
ts

 - 
Ve

nt
ila

tio
n

Li
th

iu
m

-io
n

ca
bi

ne
ts

Fl
am

m
ab

le
ca

bi
ne

ts
Co

rr
os

ive
ca

bi
ne

ts
To

xi
c 

ca
bi

ne
ts

an
d 

M
ul

tir
is

k
Co

nt
ai

nm
en

t
an

d 
ca

ns
Fi

le
 c

ab
in

et
s

An
ti-

fir
e 

eq
ui

pm
en

ts
Sh

ow
er

s 
an

d 
fir

st
-

ai
d 

eq
ui

pm
en

ts

127

©
 E

CO
SA

FE
 re

se
rv

es
 th

e 
rig

ht
 to

 d
is

co
nt

in
ue

 o
r c

ha
ng

e 
sp

ec
ifi

ca
tio

ns
 o

r d
es

ig
ns

 a
t a

ny
 ti

m
e 

w
ith

ou
t n

ot
ic

e 
an

d 
w

ith
ou

t i
nc

ur
rin

g 
ob

lig
at

io
ns

. 0
9/

20
21

SAFETY CABINETS FOR TOXIC PRODUCTS
AND MULTIRISK SAFETY CABINETS

P/N Description
External dim.

H x W x D (mm)
Internal dim.

H x W x D (mm)
Storage 

capacity (L)
Containment 
capacity (L)

Number 
of shelves

Load capacity 
per shelf

 (kg)

Weight
(kg)

MF1 Poison Chest 12 L 380 x 470 x 205 370 x 460 x 170 12 - 2 10 10
MF2 Poison box 19 L 580 x 470 x 205 570 x 460 x 170 19 - 4 10 15
MF4 Cabinet with fan 1975 x 1000 x 500 1920 x 980 x 480 250 60 3 50 100

MF4SV Cabinet without fan 1975 x 1000 x 500 1920 x 980 x 480 250 60 3 50 100

COMPLIANCE
• Complies with articles R.5132-66 and R. 5132-68 of the Public 

Health Code. 
• Complies with the recommendations of the I.N.R.S.
• Standardized labels in accordance with ISO 3864, ISO 7010 

standards, and with European Directive 92/58/EEC. 

ADVANTAGES
• Integrated electric fan.
• Large storage capacity.

PASSIVE SAFETY
• 10/10 steel construction.
• White epoxy paint RAL 9010.
• Standardized «toxic» or «noxious» warning labels (to be specified 

when ordering).
• 3 retention shelves, adjustable in height on racks.
• Removable Containment sump at the bottom of the cabinet, 

height 100 mm.

ACTIVE SAFETY
• Integrated electric fan: 220-240 volts - 0.1 A - 18 W; 90 m3/h flow 

rate; IPX4 protection; 37.5 Lp dB(A) sound level (3m).
• Double hinged door with 3 points locking system and key lock.

OPTIONS
• Additional shelf.
• PVC retention shelf.
• Pull-out drawer.
• Poison box, see below.

POISON CHESTS
Can be used as wall cabinets to store your hazardous materials 
or as poison boxes in MF4 safety cabinets.
 
• Made of 10/10 steel.
• White epoxy paint RAL 9010.
• «Toxic» Standardized symbol in accordance with ISO 3864, ISO 

7010 and NF X08.003 standards and directive 92/58/EEC.
• Height adjustable shelves on racks: 2 for the MF1 model; 4 for the 

MF2 model.
• Hinged door with key lock.
• Possibility of wall mounting.
• Possibility of assembling the models together.

RANGE 13

MF4 + MF1MF2 MF1


