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DOCUMENT SAFES

RANGE AD4

ISO
1182

P/N Description External dim.
H x W x D (mm)

Internal dim.
H x W x D (mm)

Number of 
shelves

Weight
(kg)

AD1204 Counter cabinet for documents 1295 x 1000 x 450 1145 x 950 x 400 2 92

AD2004 Tall cabinet for documents 2095 x 1000 x 450 1945 x 950 x 400 4 145

ESAD4 Additional shelf for AD1204 and AD2004 5

ADOS4 Suspension file shelf for AD1204 and AD2004 6

COMPLIANCE
•	Insulating boards between walls classified as A1 and non-

flammable according to EN ISO 1182.

ADVANTAGE 
•	Thermally insulated cabinet with fire retardant properties.
•	Burglar-proof cabinet with 2 points locking system and double 

hinged doors.
•	Large storage capacity.

ACTIVE SECURITY
•	Double hinged doors.
•	Key lock and 2 points locking.
•	Chrome-plated door handle.

PASSIVE SAFETY
•	Double wall construction in 12/10th grade steel.
•	Thermal insulation panels between the walls, thickness 20 mm.
•	White epoxy paint RAL 9010.
•	Solid, height-adjustable shelves with a load capacity of 75 kg 

evenly distributed per shelf, painted with white epoxy paint RAL 
9010.

OPTIONS 
•	Additional shelf.
•	Hanging file shelf.

AD1204 AD2004

FIRE
RETARDANT


