
Fu
m

e 
ho

od
s, 

fil
te

rin
g

ca
bi

ne
ts

 - 
Ve

nt
ila

tio
n

Li
th

iu
m

-io
n

ca
bi

ne
ts

Fl
am

m
ab

le
ca

bi
ne

ts
Co

rr
os

ive
ca

bi
ne

ts
To

xi
c 

ca
bi

ne
ts

an
d 

M
ul

tir
isk

Co
nt

ai
nm

en
t

an
d 

ca
ns

Fi
le

 c
ab

in
et

s
An

ti-
fir

e 
eq

ui
pm

en
ts

Sh
ow

er
s 

an
d 

fir
st

-
ai

d 
eq

ui
pm

en
ts

69

©
 E

CO
SA

FE
 re

se
rv

es
 th

e 
rig

ht
 to

 d
is

co
nt

in
ue

 o
r c

ha
ng

e 
sp

ec
ifi

ca
tio

ns
 o

r d
es

ig
ns

 a
t a

ny
 ti

m
e 

w
ith

ou
t n

ot
ic

e 
an

d 
w

ith
ou

t i
nc

ur
rin

g 
ob

lig
at

io
ns

. 0
5/

20
23

APPROVED

EN1363-1
TESTED

Automatic fire extinguisher 
(EX200LI) included in VIG290

Pallet truck movement 
(empty)

PRISELI racks and
shelves (E35LI)

Visual and audible 
alarm box (VIG290)

Smoke detector
(VIG290)

Audible and visual alarm 
(VIG290)

2

2

1

1

4

4

5

5

6

6

3

3

795+LIX4 + 4 PRISELI + B235

RANGE 790+LI

Drilling for
cable passage

PEXTBALI

FIREWALL EN13501-2
EI

Fire-resistant construction 
(from inside to outside) 
certified EI 180 min type A1, 
in accordance with standard NF EN 13501-2.

Fire resistance (from the outside
inside) tested 105 min
and approved for 90 min,
in accordance EN 14470-1 & EN 1363-1.

180 min

105 min
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RANGE 790+LI

798+LIX2 + 2 PRISELI + B148 793+LIX2 + 2 PRISELI + B235

PRE-EQUIPPED CABINETS

NON-EQUIPPED CABINETS

(1) Depth including connecting sleeve at the back. Depth without sleeve: 620 mm
(2) Height including connecting sleeve on top. Height without sleeve: 1900 mm

APPROVED

EN1363-1
TESTED

FIREWALL EN13501-2
EI

P/N
Description External dimensions

H x L x P (mm)
Weight 

(kg)White Black

793+LIA2 793+NLIA2 2 doors counter-top 90 minutes fire cabinet for Li-ion batteries pre-equipped with 2 x 
E35LI shelves + 1 x EX100LI (extinguisher) 1100 x 1137 x 670 (1) 299

793+LIX2 793+NLIX2
2 doors counter-top 90-minutes fire cabinet for Li-ion batteries, pre-equipped with 2 
E35LI shelves + 1 x VIG190 (visual and audible alarm, control box, automatic smoke detec-
tor, EX100LI fire extinguisher and cable duct on top [ref. PINTOLI])

1100 x 1137 x 670 (1) 302

798+LIA2 798+NLIA2 1 door counter-top 90 minutes fire cabinet for Li-ion batteries pre-equipped with 2 shelves 
E48LI + 1 x EX100LI (extinguisher) 1100 x 635 x 670 (1) 184

798+LIX2 798+NLIX2
90-minutes fire cabinet, counter-top, 1 door for Li-ion batteries, pre-equipped with 2 shel-
ves E48LI + 1 x VIG190 (visual and audible alarm, control box, automatic smoke detector, 
EX100LI fire extinguisher and cable duct on top [ref. PINTOLI])

1100 x 635 x 670 (1) 187

794+LIA4 794+NLIA4 1 door high 90 minutes fire cabinet for Li-ion batteries pre-equipped with 4 shelves E48LI 
+ 1 x EX100LI (extinguisher) 1950 x 635 x 620 (2) 289

794+LIX4 794+NLIX4
1 door high 90 minutes fire cabinet for Li-ion batteries pre-equipped with 4 shelves E48LI 
+ 1 x VIG190 (visual and audible alarm, control box, automatic smoke detector, EX100LI 
fire extinguisher and cable duct on top [ref. PINTOLI])

1950 x 635 x 620 (2) 292

795+LIA4 795+NLIA4 2 doors high 90 minutes fire cabinet for Li-ion batteries pre-equipped with 4 shelves E35LI 
+ 1 x EX200LI (extinguisher) 1950 x 1137 x 620 (2) 455

795+LIX4 795+NLIX4
2 doors high 90-minutes fire cabinet for Li-ion batteries, pre-equipped with 4 E35LI 
shelves + 1 x VIG290 (visual and audible alarm, control box, automatic smoke detector, 
EX200LI fire extinguisher and cable duct on top [ref. PINTOLI])

1950 x 1137 x 620 (2) 457

P/N
Description External dimensions

H x W x D (mm)
Internal dimensions

H x W x D (mm)
Empty weight 
without options

(kg)White Black

793+LI 793+NLI 2 doors counter cabinet to be equipped 1100 x 1137 x 670 (1) 820 x 1000 x 410 297

798+LI 798+NLI 1 door counter cabinet to be equipped 1100 x 635 x 670 (1) 820 x 490 x 410 182

794+LI 794+NLI 1 door tall cabinet to be equipped 1950 x 635 x 620 (2) 1620 x 490 x 410 287

795+LI 795+NLI 2 doors tall cabinet to be equipped 1950 x 1137 x 620 (2) 1620 x 1000 x 410 453
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RANGE 790+LI

794+LIX4 + 4 PRISELI + B148

ACCESSORIES

P/N Description
Weight 

(kg)
Corresponding 

cabinet(s)

E48LI Perforated shelf for 1 door cabinet 5 798+LI and 794+LI

E35LI Perforated shelf for 2 doors cabinet 7 793+LI and 795+LI

B148 Containment sump for 1 door cabinet 5 798+LI and 794+LI

B235 Containment sump for 2 doors cabinet 10 793+LI and 795+LI

EX100LI Fire extinguisher with automatic triggering at 79°C per thermal bulb for lithium 2 All models
except 795+LI

EX200LI Fire extinguisher with automatic triggering at 79°C per thermal bulb for lithium for 795+LI 3 795+LI

VIG190 Security and alarm package including visual and audible alarm, control box, self-activating smoke detector, 
EX100LI fire extinguisher and cable duct 5 All models

except 795+LI

VIG290 Security and alarm package including visual and audible alarm, control box, self-activating smoke detector, 
EX200LI fire extinguisher and cable duct for 795+LI 6 795+LI

PEXTBALI Cable entry hole with fire-resistant cable entry at the bottom (max. 4 cables) - Any model

PINTOLI Internal cable duct in the upper part - Any model

PRISELI Rack of 9 electrical outlets (220 volts - 4000 watts - 16 amps -50hz) 2 Any model

PRISELIF Rack of 9 electrical outlets type F (Germany) 2 Any model

PRISELICH Rack of 8 electrical outlets type J (Switzerland) 2 Any model

PRISELIUK Rack of 7 electrical outlets type G (United Kingdom) 1,7 Any model

PRISELICC Rack of 6 electrical outlets equipped with a thermal-magnetic circuit breaker - Any model

ONDULI 4-socket safety inverter for VIG190 or VIG290 only
(H 90 x W 163 x D 245 mm - 230 volts - 300 watts - 500 volts) 3,5 Any model

SERCODE Digital code lock, one per door, equipped with its security key 1 Any model

SED WiFi alarm and data logger system 1 Any model

APPROVED

EN1363-1
TESTED

FIREWALL EN13501-2
EI

795+NLIX4


