
	

AD130   AD300

SAFE For documEntS

P/n description outside dim.
H x W x d (mm)

Inside dim.
H x W x d (mm)

number of 
shelves

maximum load by 
shelf(1)

Weight
(kg)

AD130 Working cover cabinet for documents 1226 x 930 x 500 1060 x 878 x 429 2 70 85
AD300 Tall cabinet for document 1950 x 930 x 500 1810 x 878 x 429 4 70 120
ESAD3 Additional shelf for AD130 et AD300 5
ADOS3 Shelf for suspension files for AD130 et AD300 6

RANGE	AD3 nF En ISo 1182
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Shelf for
suspension

files (option)

CoNfoRmitY

- Non-flammable insulatiion in between the walls, classified A1 
according to EN ISO 1182 norm.

ADvANtAGES

- Thermal insulation on each sides that allow to be fire retardant.
- Breaking resistance cabinet with 5 points locking.
- Low weight of the cabinet that allow to install in building where limited 
load is required.

PASSivE	SECURitY

- Built in steel double wall 9/10th.
- Thermal insulation panels in between the walls, 25 mm thickness.
- Epoxy paint :
- Light grey RAL 7035 for the doors,
- Dark gery RAL 7021 for the structure
- Full adjustable shelf, with 70 Kg live load (on all the surface), 
painted with white epoxy paint RAL 7035.

ACtivE	SECURitY

- Self-latching double doors
- Key locking with lock by 5 points of lock 
and double security.
- Black door handle.

oPtioNS

- Additional shelf.
- Shelf for suspension files

(1) Evenly distributed
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