
	

AD1204   AD2004
    + ESAD4

ConformitY

- Non-flammable insulation in between the walls, classified A1 
according to EN ISO 1182 norm.

AdvAntAges

- Fire retardant thanks to thermal insulation.
- Breaking resistance cabinet with 2 points locking and non 
removable doors.
- High storage capacity.

PAssive	seCuritY

- Built in steel double wall 12/10th.
- Thermal insulation panels in between the walls, 20 mm thickness.

- White epoxy paint RAL 9010.
- Full adjustable shelf, with 75 Kg live load (on all the surface), 
painted with white epoxy paint RAL 9010.

ACtive	seCuritY

- Self-latching doors.
- Key locking doors with 2 points lock.
- Chromium plated handle.

oPtion 

- Additional shelf.
- Shelf for suspension files

P/N Description Outside Dim. 
H x W x D (mm)

Inside Dim. 
H x W x D (mm)

Number of  
shelves

Maximum load by 
shelf(1)

Weight
(kg)

AD1204 Working cover cabinet for documents 1295 x 1000 x 450 1145 x 950 x 400 2 75 92
AD2004 Tall cabinet for documents 2095 x 1000 x 450 1945 x 950 x 400 4 75 145
ESAD4 Additional shelf for AD1204 and AD2004 5
ADOS4 Shelf for suspension files for AD1204 and AD2004 6
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(1) Evenly distributed
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