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(1) We recommend to install a heating cable kit with this model (KITCC)

RANGE	DL  EN 15154-2 

PEdEstal mouNtEd EyE-washErs

P/N use operating moun-
ting Bowl Piping supply draining

Flow (l/mn) weight
(kg) EN 15154-2

Eye-washer

LP24
Indoor and 
outdoorr(1) Hand and 

foot operating
Pedestral 
mounted

Stainless steel 
bowl + green 
epoxy paint
RAL 6032

Galvanised steel 
+ grey epoxy paint 

RAL 7040
F 1’’ F 1 ¼’’ 15 8 yes

LV22 Indoor Hand 
operating

Pedestral 
mounted Stainless steel Stainless steel F 1/2’’ F 1 ¼’’ 11,5 10 yes

LP22 Indoor Foot
operating

Pedestral 
mounted Stainless steel Stainless steel F 1/2’’ F 1 ¼’’ 11,5 11 yes

LV23 Indoor Hand
operating

Pedestral 
mounted

Green ABS
RAL 6029

Galvanised steel 
+ green epoxy 
paint RAL 6029

F 1/2’’ F 1 ¼’’ 11,5 10 yes



LP24
Freeze resistant model 

 LP22 

 LV23 

 LV22 
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 LV14

RANGE	DL  EN 15154-2 

wall mouNtEd EyE-washErs

P/N. use Commande opera-
ting Bowl Piping supply draining

Flow (l/mn) weight
(kg) EN 15154-2

Eye-washer

LV14 Indoor Hand
operating

Wall 
mounted

Stainless steel 
bowl + green 

epoxy 
RAL 6032

Galvanised steel 
+ grey epoxy paint  

RAL 7040
M 1/2’’ F 1 ¼’’ 15 3,2 yes

LV13 Indoor Hand
operating

Wall 
mounted

Green ABS 
RAL 6029

Galvanised steel 
+ green epoxy 
paint  RAL 6029

F 1/2’’ F 1 ¼’’ 11,5 5,1 yes

LV12 Indoor Hand
operating

Wall 
mounted Stainless steel Stainless steel F 1/2’’ F 1 ¼’’ 11,5 5,8 yes
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