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(1) We recommend to install a heating cable kit with this model (KITCC)

RANGE	DL  EN 15154-2 

PEdEstal mouNtEd EyE-washErs

P/N use operating moun-
ting Bowl Piping supply draining

Flow (l/mn) weight
(kg) EN 15154-2

Eye-washer

LP24
Indoor and 
outdoorr(1) Hand and 

foot operating
Pedestral 
mounted

Stainless steel 
bowl + green 
epoxy paint
RAL 6032

Galvanised steel 
+ grey epoxy paint 

RAL 7040
F 1’’ F 1 ¼’’ 15 8 yes

LV22 Indoor Hand 
operating

Pedestral 
mounted Stainless steel Stainless steel F 1/2’’ F 1 ¼’’ 11,5 10 yes

LP22 Indoor Foot
operating

Pedestral 
mounted Stainless steel Stainless steel F 1/2’’ F 1 ¼’’ 11,5 11 yes

LV23 Indoor Hand
operating

Pedestral 
mounted

Green ABS
RAL 6029

Galvanised steel 
+ green epoxy 
paint RAL 6029

F 1/2’’ F 1 ¼’’ 11,5 10 yes



LP24
Freeze resistant model 

 LP22 

 LV23 

 LV22 

11
/2

01
4



119119

Fl
am

m
ab

le
ca

b
in

et
s

C
o

rr
o

si
ve

Fl
am

m
ab

le
To

xi
c 

ca
b

in
et

s
an

d
 m

u
lt

ir
is

k
Pe

st
ic

id
e

ra
n

g
e

Fu
m

e 
h

o
o

d
s, 

fil
te

ri
n

g
ca

b
in

et
s 

- V
en

ti
la

ti
o

n
C

o
n

ta
in

m
en

t
an

d
 C

an
s

A
nt

i-f
ire

 e
q

ui
p

m
en

ts
an

d
 F

ile
s 

ca
b

in
et

s
Sh

o
w

er
s 

an
d

 fi
rs

t-
ai

d
 e

q
u

ip
m

en
ts

	

119

Th
e 

m
an

uf
ac

tu
re

r r
es

er
ve

s 
th

e 
rig

ht
 to

 d
is

co
nt

in
ue

 o
r c

ha
ng

e 
sp

ec
ifi

ca
tio

ns
 o

r d
es

ig
ns

 a
t a

ny
 ti

m
e 

w
ith

ou
t n

ot
ic

e 
an

d 
w

ith
ou

t i
nc

ur
rin

g 
ob

lig
at

io
ns

.

 LV14

RANGE	DL  EN 15154-2 

wall mouNtEd EyE-washErs

P/N. use Commande opera-
ting Bowl Piping supply draining

Flow (l/mn) weight
(kg) EN 15154-2

Eye-washer

LV14 Indoor Hand
operating

Wall 
mounted

Stainless steel 
bowl + green 

epoxy 
RAL 6032

Galvanised steel 
+ grey epoxy paint  

RAL 7040
M 1/2’’ F 1 ¼’’ 15 3,2 yes

LV13 Indoor Hand
operating

Wall 
mounted

Green ABS 
RAL 6029

Galvanised steel 
+ green epoxy 
paint  RAL 6029

F 1/2’’ F 1 ¼’’ 11,5 5,1 yes

LV12 Indoor Hand
operating

Wall 
mounted Stainless steel Stainless steel F 1/2’’ F 1 ¼’’ 11,5 5,8 yes
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